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RESEARCHE MEMORANDUM

INVESTIGATION OF A RAM~JET-POWERED HELICOPTER ROTCR ON
THE LANGLEY HELICOPTER TEST TOWER

By Paul J. Carpenter and Fdwaerd J. Redin
SUMMARY

A helicopter rotor powered by ram-jet engines located at the rotor
blade tips has been tested on the Langley helicopter test tower. The
basic hovering charsacteristics of the rotor and the propulsive charsac-
teristics of the ram-jet engine were obtained over a range of corrected
tip speeds from 485 to 630 fps and fuel rates from 130 to 310 lb/hr per
engine. The rotor was also investigated in the power-off condition and
with the engines removed. Addltional measurements include the determina-
tion of the effects of internal blockege and other modifications on the
power-off drag of the Jet engines and the determination of the 1ift and
drag of the isolated englines in & smell-scale wind tunnel.

The power-on measurements of the propulsive characteristics of the
ram-jet engine made on the helicopter tower are compared with the data
obtained from free-Jet thrust-gstand teste in order to evaluate the effects
of rotation. A method of anslysis for obtaining the net propulsive ram-
Jet thrust on the free-jet thrust stand and on the tip of a helicopter
rotor blaede is presented.

INTRODUCTION

Anelytical studies have shown that jet-propelled helicopters offer
specific advantages over the conventional piston-engine helicopter where .
high payload for short duration of operation is an important factor.
Many of these Jet applications consist of units attached to the tip of
the rotor blade where, unlike power plants located entirely within the
alreraft, they are subjected to aerodynamic and inertis forces at the
fastest moving part of the helicopter. The inertia forces increase the
structural losds on both the rotor and the engine and also affect the
internal flow through the jet engine. The aerodynemic forces directly
affect the performance in both normal and power-off flight. In the
former condition, both the increased dynamic pressure and the external
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drag directly affect the propulsive thrust of the jet engine. In autoro-
tational flight, which would occur following a power failure, the drag of
the inopersative jet units mey result in excessive descent rates (ref. 1).

Since the over-all performance of a helicopter powered by Jet
engines mounted on the rotor blade tips is so closely dependent on the
aerodynemic and propulsive characteristics of the engine, a study of
various Jet rotor systems has been undertaken by the National Advisory
Committee for Aeronsutics to supplement investigations of the separate
components of such systems. As the first step in the study of the over-
gll characteristics of blade-tip jet-propelled rotors, & small ram-jet
rotor was investigated on the Langley helicopter test tower. This inves-
tigation included the determination of the power-off drag as a functilon
of internal blockage, the power-off 1ift and drag characteristics of
the jet engine as a function of angle of attack, the rotor 1lift in the
power-on condition as a function of fuel flow for various tip speeds, and
the engine thrust.

The engine thrust was obtained indirectly from rotor torque measure-
ments. Inasmuch as this calculated engine thrust was much lower than the
predicted values, the lift and drag characteristics of the jet englne
were studied (power-off condition) in a low-speed wind tunnel and the
thrust of the engine was investigated in a small high-speed air Jjet in
order to determine its basic operational characteristics. The method
used for reducing the two sets of propulsive thrust data (whirling and
nonwhirling conditions) to comperable values is evolved and discussed
in the appendix.

SYMBOLS
R blade radius (measured to inboard side of jet engine), ft
T rotor thrust, 1b
Q rotor torgque, ft-1b
o air density, slugs/cu ft
Q rotor angulaer velocity, radians/sec
Cp rotor thrust coefficient, — -

820 (R)2
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Ca

rotor torque coefficient, ————g—————
20 (QR )2R
nunber of blades

blade chord, ft

rotor solidity, bec/aR

maximum external cross-section area of jet engine (0.287 fta)

total (internal, externsl, and interference) power-off drag
of Jjet engine

1ift of ram-jet engine, 1b
velocity of ram-jet engine, fi/sec
corrected velocity of rem-jet engine, W/VW?, ft/sec

total (internal, external, and interference) power-off drag

Dj
coefficient, iT-E;—-
EpV A,j
LJ
Jet-engine 1ift coefficient,
1 2
2PV

propulsive thrust of jet engine (internal thrust, external
drag, and interference drag), 1b

mass~-flow rate of fuel, 1b/hr
specific fuel consumption of ram-jet engine, 1b/hr/hp

corrected fuel mass-flow rate, Wf/Sd?i 1b/hr

ratio of absolute ambient pressure to standard NACA sea-level

pressure

retio of absolute static temperature to standard NACA sea-
level absolute temperature
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Dtco1d power-off drag of jet engine, B
(External drag)ecola + (Internmal drag)eoigs 1b

K support-strut drag plus support-interference drag, 1b

Ky thrust required to accelerate fuel to engine velocity, 1b

Jiv,) mutual interference drag between engine and rotor, 1b B
APPARATUS - —

The investigation wes made on the Langley helicopter test tower,
which is described in reference 2 except for the fuel and ignition
system used in these tests. In the power-on tests, the tower drive
motor was disconnected from the tower drive shaft so that all the
torque required to run the rotor and tower shaft was furnished by the
ram-jet engines. A view of the ram-jet-powered rotor mounted on the
hellcopter tower is shown in figure 1.

Fuel and Ignition System

The fuel (80 occtane unleaded gasoline) was pumped through a flow
meter at the base of the tower, through tubing sbove and outside the
rotor disk, and then overhead the rotor to a rotating fuel seal located
on the axis of rotation. From the rotary seal on the rotor hub the fuel
was divided and directed through a 0.045-inch-dlemeter throttling orifice
and flexible tubing to the blades and then through 1/8-inch—inside—
diameter steel tublng inside the blaedes to the Jjet engines.

Fuel-flow control was difficult to achieve because of the centrif-
ugal pumping action of the blades until the 0.045-inch-diameter metering
orifice was installed at the hub on the blade side of the rotating seal.
With this orifice installed, the fuel flow was controlled by varying the
output pressure (20 to 100 1b/eq in.) of the fuel pump located at the
base of the tower. Fuel pressure at the fuel nozzles was supplied meinly
by the centrifugsel force acting on the column of fuel inside the rotor
blades. Ram-jet ignition was obtalned by & small spark plug located
near the outermost part of the engine shell and partially enclosed to
provide & low-alr-veloclty reglon for easler ignition at high forward
gspeeds. The high tension spark was provided by a separsgte coll for each
Jet unit that was located on the rotor hub. '

RESTRICTED



NACA EM 153D02 RESTRICTED 5

Rotor Characteristics

The rotor was a two-bladed teetering type with conventionel pitch
controls and hed e radius of 8.72 feet. The blades, which were of all-
metal construction, had a constant chord of 8.22 inches and an NACA
0009.5 airfoll section. The radius to the center line of the ram-jet
engines was 9 feet. The rotor had the tip engines mounted so that the
jet shell was horizontal when the blade pitch angle was 4°, except for
the power-off drag against internal bloekage tests in which the units
were alined with the blade chord. The nature of the blade-jet engine
Juncture is shown in figure 2. In general, the blade joined the ram-
jet shell at spproximately a 90° angle with no fillets or smoothly
faired curves except at the leading edge. The center of gravity of the
jet engine (approximately 7.8 inches from the leading edge of the jet
inlet) was locsted near the quarter-chord station of the airfoill. The
static torsional stiffness of the blades was epproximately 150 in.-lb/deg
of twist.

Ram-Jet Engine

A sketch of the rem~jet engine used is shown in figure 3. This
engine had a meximum diameter of 7.25 inches, an inlet dismeter of
3.75 inches, an exit diameter of 4.5 inches, a length of 18 inches,

and a weight of 9% pounds. For structural reasons, the ram-jet shell

was constructed of Inconel X gteel and varied in thickness at the point
of attachment to the blade from sbout 0.25 inch to about 0.05 inch on
the outboard side. The flame holder was of the radial finger type with
eight equally spaced fingers fastened to the outer shell at the end of
the diffuser and pointing forward at a 50° angle to meet at a central
point 2.6 inches from the inlet. The fuel nozzles were supported at
this Jjunction of the radisl fingers. One main nozzle sprayed forward
and four smaller nozzles, grouped around the main nozzle, sprayed to

the asides and forward at a 20° angle. The forward spraying nozzle was
rated at 5.0 gal/hr at a pressure of 100 Ib/sq in. The spray paettern
was conical, having a dispersion angle of 80°. The inboard, top, and
bottom nozzles were rated at 3.5 gal/hr at 100 1b/sq in. with a 60°
spray cone angle while the outboard nozzle was rated at 1.5 gal/hr at
100 1b/eq in. with a 60° eprey cone angle. This arrangement of side
nozzles was used so that more fuel could be sprayed to the inboard side
of the jet engine to compensate partislly for centrifugsl effects on the
fuel-spray pattern. For the free-jet thrust-stend tests, the four side
nozzles were changed to spray an equal amount of fuel in order to obtain
a symmetrical fuel-spray pattern. The forward spraylng nozzle for these
tests was rated at 15.0 gal/hr at 100 1b/sq in. with a 60° spray cone
angle while the four side nozzles were rated at 6.0 gal/hr at 100 1b/sq in.
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with an 80° spray cone angle. The nozzle sizes (as mentioned previously)
were selected for the free-jet test stand so that a fuel rate comparable

to the whirling case could be achieved at the lower fuel pressure avallable.

METHODS AND ACCURACY

Helicopter Tower Tests

A1l tests on the helicopter tower were made with aidblent wind
velocities less than 5 mph and all measurements were obtained under
steady-state operating conditions. The test procedure was to hold the
rotor tip speed constent by varying the tower or ram-jet-engine power
as the rotor thrust was varied through the desired range by verying the
blade pitch angle. The methods outlined in reference 2 Were used to
esteblish thrust and torque tares for both the power-off and power-on
operating conditions. :

The performence of the rotor with and without the "cold" (power-off)
Jet engines attached was determined directly from the conventional tower
drive-shaft measurements of thrust and torque. The effects of the cold
jet engines on rotor thrust were studied by comparing the measured rotor
thrust coefficlents for the two conditions at.fixed blede-root angles of
attack. This approach neglects possible effects of blade twilst intro-
-duced by eddition of the-engines; however, such effects would be expected
to be small because of the high torsional stiffnesses of the test blades.
The cold drag of the jet engines was determined in a similer manner from
the differences in rotor torque coefficient obtained at O° blade angle
for the rotor slone and for the rotor with the engines installed at O°
incidence. The cold drag of the engines so defined includes a small
increment corresponding to the total interference drag_@etween the rotor
and the tip engines. This increment interference drag would be expected
to be somewhst different from the interference drags occurring in other
operating conditions because of the effects of engine incidence, blade
angle of attack, and engine thrust. -

The cold drag of the engines was determined both with the original
fuel nozzles and flameholders installed and with verious amounts of
internal blockage ranging from zero (nozzles and flameholders removed )
to the completely closed condition. The internal blockage was varied
by inserting plugs 1in a perforated disc mounted at the end of the dif-
fuser. The percent blockage was defined as the ratio of the actual
blocked area to the meximum internel area. o

In the power-on-engine operating condition, the rotor thrust again
was determined directly from the tower-shaft thrust measurements. The
tower-shaft torque messurements, however, did not give either the engine
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thrust or the rotor torque which it counterbalsnced. The propulsive
thrust of the engine, therefore, was calculated indirectly by the method
outlined in the appendix. This method assumed, in essence, that the
torque overcome by the Jjet engines was equal to the torque of the basic
rotor without tilp englines at the same rotor thrust coefficlent plus the
torque chargesble to fuel pumping within the bledes plus an increment

in torque corresponding to the mutual interference drag between the
rotor and the tip engines.

The estimeted accuracles of the basic quantitles measured in the
tower tests sre as follows: rotor thrust, 115 pounds; rotor torque,
T10 foot-pounds; blade pitch angle, 10.1°; fuel-flow rate, t10 1b/hr;
and rotor angular speed, tl rpm. The over-all accuracy of the plotted
results 1s belleved to be i3 percent. ‘

Wind-~-Tunnel Tests

Rough measurements of the 1ift and total drag charecteristics of
the isolated cold-jet engine were obtained in the l/l5-scale model (2- by
h-Poot test section) of the Langley full-scale tunnel at an airspeed of
sbout 140 fps. The model was mounted for the tests on a 1/2-inch-
diameter rod which was rotated to change the angle of attack. TForces
were measured by a strain-gage balance located outside the jet. The
drag measuremente were corrected for longltudinal bouyancy and for the
strut and fltting tare determined by additional tests with an image
support system. When the sensitivity of the balance is taken into
account, it 1s estimated that the over-ell accuracy of these wind-tunnel
date is sbout t5 percent in drag coefficient and t3 percent in 1ift coef-
ficient. It should be noted that the Reynolds number based on body
length was only sbout 1 X 106 for these tegts compared with sbout

%.5 X lO6 for the tower tests.

Free-Jdet Thrust-Stand Tests

The thrust and fuel consumption of the ram-jet engine were also
determined on a free-jet thrust stand (a2 small high-speed air jet) in
order to obtain a comparlison of the static thrust of the engline with
the thrust values calculated for the whirling condition. The free-jet
was 7.6 inches in diameter and had e meximm corrected air speed of
647 fps. The jet engine was strut-mounted at 0° angle of attack in the
air jet spproximately 14 inches from the free-jet nozzle. This distance
wae chosen since it was the closest location at which the jet englne did
not raise the static pressure in the free-jet nozzle. As in the cese of
the wind-tunnel tests, a strain-gage balance at the base of the support
strut was used to measure the net force. Force measurements were obtained
without combustion as well as for the complete range of fuel flows within
which combustion could be maintained.
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The method of determining the ram-jet propulsive thrust from the
free-jet thrust-stend measurements is discussed in the appendix. Briefly,
the method consists of adding the measured power-on (thrust minus exter-
nal drag plus support drag) value to the measured power-off total-drag
value and subtracting from the sum the value of the power-off total drag
of the ram jet immersed in an infinitely large airstream as determined
in the power-off whirling tests. In order to eliminate any influence
of the estimate of the power-off totel drag on the comparison of the
engine thrusts in the whirling and free-jet test condition, these thrusts
are compared on the basis of the parameter -

(Thrust - External drag)Power on * (Total drag)power off

which can be shown to be valid, as well as on the basls of the esgtimated
propulsive thrust

(Thrust - External drag)power on

The free-jet thrust and drag measurements are believed to be accurate
to t0.25 pounds and the over-all accuracy of the plotted results is
belleved to be spproximately equal to that for the tower tests.

RESULTS AND DISCUSSION

Power-Off Aerodynamic Characteristics of Ram-Jet Engine

The power-off total drag coefficients of the ram-jet engines
determined in the tower tests for the conditions of 0° angle of attack
and O° engine incidence are presented in figure 4 as a function of the
internal area blockage. The results indicate that the engine drag
repained essentially constant until the internal area was blocked over
80 percent. The curve also shows that the drag coefficilent was reduced
from 0.145 to sbout 0.087 by completely blocking off the internal flow.
In order to determine the effectiveness of an exit falring in further
‘reducing the cold drag, a tail cone fairing sbout 6 inches long was
fastened to the jet engine. The drag decrement due to the tail cone
to 0.073. Since most of this reduction cen be achleved by blocking off
the flow, which has been successfully employed in at least one practical
application, the additional complications required for providing a tall
cone fairing do not appear to be Jjustified. '
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The leading-edge radius of the origingl engine was increased in one
phase of the tests from 0.1 inch to 0.3 inch to determine if such a modi-
fication would reduce the internal drag at the higher mass flows for
which internsl-flow separation was suspected. This modification reduced
the total drag by about 10 percent for the condition of zero internal
blockage for which the inlet mass flow was highest, but d41d not have any
effect when the internal blockage was 30 percent or more with corre-
spondingly lower inlet mass flows. The change in leading-edge radius
did@ not appear to affect the external flow inasmuch as the drag coeffi-
cients for both configurations were the same for blockasges of 30 percent
or greater.

The power-off drag coefficient of the isolated ram jet as determined
by the small-scale wind-tunnel tests made with the normal flameholders
and nozzles installed is also shown in figure 4. The difference between
the ram-jet drasg obtained from the rotor tests and that from wind-tunnel
tests indicates the existence of an interference drag in the case of the
data obtained from the tower teésts. The magnitude of the indicated inter-
ference is not relisble, however, because of accuracy limitations and
because of differences in Reynolds number.

The 1lift and drag characteristics obtained in the smasll-scale wind-
tunnel teste of the isolated ram-jet engines are shown as a function of
angle of attack in figure 5 for the configuration with the normal flame-
holders and nozzles. In order to obtain an estimate of the drag-coefficlent
variation with angle of attack for the unit attached to the rotor blade
tip, a modified drag-coefficient polaer was established by adding to the
drag polar obtained in the wind tumnel an increment equal to the differ-
ence between the wind-tumnel tests and the rotor tests at 0° angle of
attack. This polar will be used in a subsequent analysis of rotor-engine
interference effects. The cold drag of the unit is about 75 percent
greater at 11° angle of attack than at 0°. This large increment in cold
drag would adversely affect the autorotative characteristics of the
rotor. A study of the externel and internal flow over and through the
jet engine (engine at 0° angle of attack) was mede in the 1/15-scale
model of the full-scale wind tunnel. The air flow over the external
surface of the engine was unsepsrated, whereas the ilnternal flow became
separated a short distance behind the diffuser inlet station. Some
decrease in over-all drag might be accomplighed by delasying the separa-
tion of the internal flow. Mounting the ram-jet engine in bearings so
that 1t is free to remaln at 0° angle of sttack, regardless of the blade
pitch setting, therefore, may be advantageous. A possibllity for
decreasing the external drag of the jet engine is that of redesigning
the ram-jet engine so that it can be partially submerged in the blade
structure to extend effectively the blade lifting surface.
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The 1lift data presented in figure 5 indicate that the slope of the
1ift curve for this engine is constant for the range of angle of attack
presented and has & value of about 0.04 per degree.

The effect of the tip-mounted jet engine (power-off condition) on
the rotor thrust coefficlent obtained over & range of blade-root piteh
angles at a tip speed of 530 fps is shown in figure 6. Since the blade
pitch is measured alt the root, the plot does not show how much of the
increased rotor thrust coefficlent is due to the lift of the ram-jet
engine because of posgsible blade twist caused by pitching moments on
the Jet engine and of the end-plate effect of the jet engine on the
rotor blade. The possible gignificance of these effects is 1llustrated
by the fact that the Increment in thrust coefficient indicated for a
blade-root pitch setting of 8° would be obtained as & result of the .
blade twisting only a quarter of a degree.

The 1ift of the tip-mounted ram jet for various blade angles was
calculated from the relationship of 1ift coefficient and angle of attack
presented in figure 5. This 1ift was then plotted in figure 6 as equiva-
lent rotor thrust coefficlent against blade-root pitech angle. It is
seen that the increment in rotor thrust with and without the engines is
approximetely equal to the Increment calculested from the wind-tunnel
lift-coefficient data of the isolsted Jet engine. This result indicates
that the end-plate effect of the tip engine 1s elther negligible or is
completely compensated for by a negative pitching moment introduced by
the engine that weshes out the blade tip.

The calibration of the rotor for the blades alone and for the blades
with rem-jet engines attached at an angle of incidence of -4L° (power-off)
is presented in figure 7 as curves of rotor thrust coefficlent sgasinst
rotor torque coefficient. A dashed-line curve 1s also presented in fig-
ure T which represents the addition of the calculated equivalent rotor
torque and thrust coefficient of the ram-jet engines (calculated from
the wind-tunnel 1ift and adjusted drag polar shown in fig. 5) to the
blades alone curve. A blade twist of as much as 1° or 2° would be
expected to have a negligible effect on the location of the experimental
curve for the rotor with engines attached. The genersal agreement of this
curve with the dashed-line curve, therefore, demonstrates that the net
interference effects were very small except at the higher rotor thrust
coefficients. It appears probable that the aerodynemic effects of adding
a ram-jet engine to the tip of a rotor can be estimeted from wind-tummel
results for the isolated engine with reasonable accuracy in most cases,
unless the pilitching-moment characteristics of the engline and the torsional
stiffness cherescteristics of the blade are such as to cause a large amount
of blade twisting.
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Propulsive Charescteristics of the Ram-Jet Engine

The veariation of ram-jet thrust plus total power-off engine drag
obteined in the tower tests is shown in figure 8 as a funetion of fuel
flow for various rotor speeds. The data have been corrected to standard
sea-level conditions by the method outlined in reference 3 from the
ambient pressure and the ambient temperature plus an average temperature
rise of 50° F in the plane of the ram jets. This temperature rise of
50° F, which was determined by a thermocouple 2 inches ahead of the inlet
and fluctuated t10° over a range of blade pitch angle from 0° to 5°, is
the increment by which the measured tempersture rise exceeded the calcu-
lated adlsbatic temperature rise because of flow contamination by the
preceding engine. The temperature rise ig applicsble only to the present
configuration in the flight condition of hovering out of ground effect
and wag introduced only to make the results directly comparable to the

free-jet test-stand results. The corrected ram-jet velocities V/{E
are 630, 576, 529, and 485 fps. The uncorrected velocities were 668,
617, 555, and 515 fps, respectively. The range of blade-root pitch
angle for the power-on data was from O° at the lowest thrust point to
approximately 5° at the maximum points resulting in ram-jet angles of
atteck from approximately -4° to 1°. A curve of propulsive thrust plus
power-off drag obtained on the free-jet thrust stend at a corrected air
velocity of 613 fps is also shown. The method of obtaining these thrust
and drag values 1is discussed in the appendix.

As Indicated in the sppendix, a comparison of the two curves is
believed to afford a valid indication of the effects of whirling on
engine performance. The flattening of the two top curves indicates that
a stoichiometric fuel-air mixture may have been attalned prior to the
rich blowout. The cross over of the whirling and free-jet test-stand
curves at the lower fuel rates may have been due to local regions having
a fuel-air ratio high enough to burn more efficiently. The difference
in maximm thrust between the free-jet test stand and whirling tests
(at velocities of 613 and 630 fps, respectively) is attributed mainly
to distortion of the fuel-spray pattern due to centrifugsl effects. The
results given in figure 8 sre replotted in figure 9 in terms of the esti-
mated propulsive thrust agalnst fuel-flow rate. The same conclusions
can be drawn from figure 9 as from figure 8. At a corrected velocity
of 613 fps, the maximum propulsive thrust for the whirling case is indi-
cated to be approximately 21 percent less than that measured for the
free-jet thrust stand.

A convenient method of evaluating engine performance is in terms
of specific fuel consumption in 1b/hr/hp for various air velocitles as
shown in figure 10 for both the whirling and free-jet test-stand results.
The lowest specific fuel consumption of 12.1 lb/hr/hp for the whirling
case and about 9.4 1b/hr/hp on the free-jet thrust stand occurred at
the highest speed for both cases. The results indicate that, at a
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corrected velocity of 630 fps, the specific fuel consumption is about

29 percent greater as compsred to free-jet thrust-stand operation. This
difference is again attributed, of course, to the effects of centrifugal
distortion of the fuel-spray pattern. :

Effects of Fuel Distribution on Engine Performance

Various arrangements of fuel nozzles were tried for the hellcopter
tower tests including equally rated nozzles to give a gymmetrical spray
pattern similar to that for the free-jet tests. Of the fuel nozzle
arrangements tested, the ram-jet engine would operate satisfactorily in
the whirling condition only with the arrangement described in the gsec-
tion on "Apparatus."

Free-jet test-stand results showed that the englne thrust is very
sensitive to fuel spray wetting the walls. For example, on the free-
jet test stand, when larger fuel nozzles were used, some of the fuel
droplets impinged on the engine wall. A large reduction of engine thrust
resulted with the magnitude of the reduction depending on the relative o
amount of fuel wetting the walls. This result indicates that the whirling
performance also would be decreased if fuel particleg were thrown against
the outer wall of the engine under the influence of high centrifugal
forces, particularly at the high tip speeds (668 fps uncorrected) at
which centrifugal loads are of the order of 1500g. _ ) o

Tuel stains observed inside the burner after a typical whirling
test run indicated that a conslderable amount of fuel actually was being
thrown against the outboard waell of the engine. The fuel stains were
in the form of an irregular teardrop shape with the blunt end forward.
Various shades of discoloration were present within the boundaries of the
wetted area. The stains probably were due to the difference in tempera-
ture of the ram-jet shell brought sbout by the cooling effect of the
collected fuel. A small hole wag drilled .through the engine shell on
the ocutboard side of the engine, where evidence of fuel collection was
noted, to allow for the drainage of the excess fuel. This procedure
appeared desirsble, because under the high centrifugal loeding at the
higher tip speeds, a small difference between jet engines in the amount
of collected fuel could produce a considerable unbalanced force on the

rotor.

Some calculations hesve been made (ref. 4) of the paths of various
gized fuel particles issuing from a forward-pointing nozzle alined with
the alrstream and subjected to large centrifugel accelerations. For
those conditions, representative of the ram-jet rotor tested, the results
indicate that a significantly large number of particles (0.002 inch or
larger in diameter) would impinge on the wall of the diffuser and com-
bustion chamber. There 1s little or no information availsble on the
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particle spectrum characteristics of the fuel-spray nozzles used, although
literature on fuel nozzle sprays indicate that it is reasonable to assume
that fuel particles 0.002 inch and greater in dlameter would be present.
This general problem of centrifugal effects will be present to some extent
(but not necessarily as serious) on all helicopter Jjet systems in which
liquid fuel is burned at the blade tip.

Contamination by Preceding Engine

The possibility of the decreased whirling thrust being caused by con-
‘tamination effects, in which the exhaust of one engine contaminates the
intake sir of the other engine, was also considered. Flow studies of the
air at the blade tips with the rotor hovering out of ground effect were
made by locating a smoke source in the ram-jet engine. The results indi-
cate that, at the normal blade pitch setting of 4O, there 1s an upward
flow of the exhaust gases in the plane of the ram jets. The exhaust leaves
the jet engine, moves upward out of the ram-jet path, moves radlally
inboard, and is sucked through the rotor disk. The individual smoke
filaments issuing from the jet-engine exhaust show that the following
ram-jet engine misses the exhaust of the preceding engine for blade pitch
settings greater than 30, Despite smoke studies indicating offset of the
exhaust where the engine missed the exhaust of the preceding engine, there
was & temperature rise of 500 over and sbove the adlebatic value. This
50° F temperature rise caused a loss of epproximately 5 percent in mexi-
mm thrust. This loss, although important, is small compared with the
losses caused by centrifugal effects. It should be remembered also that
this loss would be decreased or eliminsted entirely in the forward flight
conditions where the engines do not track.

Rough Operation and Blowout

Another problem assoclated with the ram-jet engine consists of rough
operation and blowout. Under whirling condltions at a corrected velocilty
of 630 fps, this engine experienced lean blowout at a fuel flow of about
195 1b/hr. Rich blowout occurred at a fuel rate of about 310 1b/hr
following rough and erratic operation which began at a fuel rate of about
270 lb/hr. On the free-jet thrust stand at the corrected airspeed of
613 fps, the value for lean blowout was about the game; however, neither
rough, erratic operation nor rich blowout was encountered up to fuel
rates of 400 1b/hr. Therefore, it appears that the problem of rough
operation and rich blowout 1s also aggravated by the centrifugal effects
on the fuel-spray pattern.
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Posgibilities for Improving Engine Performance

The results of these tests indicate that an appreciably wider range
of stable operation and gains in combustion efficiency which will result
in significant galins in both thrust and specific fuel conpsumption will be
realized by decreaging the sensitivity of the ram-jet engine to fuel-spray
distortion caused by the centrifugal acceleration at the rotor tip. One
possibility for lmproving the fuel distribution msy be that of skewing the
combustion chamber along the line of the fuel-particle paths to prevent
these particles from impinging on the combustion chamber wall. Another
possibillty may be the use of more atomizing nozzles or of vaporizing
the fuel by preheating in order to reduce the size and weight of the
individual fuel particles. The gain in maximum thrust possible through
the mechanism of an increase in conmbustion efficiency may be particularly
glgnificant, inasmuch asg the leveling off of the thrust against fuel-rate
curves of filgures 8 and 9 for a corrected veloecity of 630 fps indicates
that little, if any, further gain in combustion temperature can be attained .
by merely increasing the fuel rate even if blowout could be avoided. The
poesibllity that the maximum thrust can be further increased by modifica-~
tions to reduce the burner drag also should be considered. This type of
development work wae considered to be beyond the scope of this investigation.

Power-on Rotor Characteristics

The hovering performance of the ram-jet rotor 1s presented in fig-
ure 11 in terms of the variation of corrected rotor thrust with corrected
total (2 ram jets) fuel consumption for rotor tip speeds from 500 to 648
fps. The maximum rotor thrust wes obtained at the highest speed. Where
maximm rotor thrust is not needed, however, higher ratios of rotor thrust
per pound of fuel may be obtained at lower tip speeds. For example, if
a rotor thrust of only 400 pounds is needed, such as may be the condition
near the end of a flight, the fuel rate could be reduced from about 465
to asbout 440 1b/hr by reducing the tip speed from €48 to 539 fps. This
apparent paradox (for the ram-jet engine) of increased performance at
lower tip speeds is caused by operation at more nearly optimum rotor
lift~drag ratios and increased ram-jet burning efficlency due to reduced
centrifugel fuel-spray distortion. These factors more than compensate
for the reduction of ram velocity. -

From the foregoing discussion and from references 1l and 5 it is

apparent that the matching of the rotor to the engine is a conslderstion

of major importance. If the rotor solidity is selected for optimum per-
formance in the autorotative condition, the maximum possible rotor thrust

in power-on flight is decreased and, et a rotor thrust less than the maxi- .
mum, increased over-all (rotor and engine) efficiency cen be achieved by
operating at tip speeds less than the maximm. On the other hand, selec-

tion of the rotor solidity for the maximum-thrust operating condition may
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lead to unaccepteble performance in the autorotative (power-off) condi-
tion. For the power-on case, at a blade tip speed of 650 fps, the blade
loading parsmeter CT/G for a rotor thrust of 600.pounds is about 0.05.

Normally, for an efficient rotor, the value of CT/U should be sbout

0.1. In the event of a power failure, however, the tip speed would be
reduced to about 400 fps to reduce the power losses incurred by the
inoperative ram-jet engine, thus reducing the rate of descent. This
result increases the value of CT/U of the rotor from 0.05 to sbout

0.13 vhich is about the maximum that can be obtalned without blade stall.
From these considerations, it can be seen that efficiency in power-on
Plight was sacrificed for more satisfactory performance in case of a
power failure for the present investigation.

CONCLUSIONS

The basic hovering characteristics of a typilcal ram-jet-powered
helicopter rotor and the aserodynamic and propulsive characteristics of
the ram-jet engine have been determined on the Langley helicopter tower.
The aerodynamic and thrust characteristics of the isolated engine have
also been studled in small free-jets. The more pertinent findings of
this preliminsry investigation are as follows: .

1. The power-off drag coefficient of the engine was essentially
constant up to an internal blocksge of 80 percent. The drag coefficient
wes reduced from 0.145 to about 0.087 by completely blocking off the
internal flow. A further reduction to 0.073 was obtained by using a
tail cone fairing.

2. The power-off total drag of the jet engine which is important
for autorotative operation was approximately 75 percent greater at 11°
angle of attack than at 0°. This large increment indicates that mounting
the ram-jet engine on bearings so that the angle of attack of the engine
remaing near zero msy be advantageous.

5. The specific fuel consumption of the ram-jet engine, when whirling
et a tip speed of 630 fps with a centrifugal loading of about 1500g, was
about 29 percent greater than that obtained on a free-jet thrust stand.
Similarly, the meximum engine propulsive thrust developed for the whirling
case was approximately 21 percent less than that measured on the free-

Jet thrust stand. This phenomena is attributed mainly to distortion of
the fuel-spray pattern under high centrifugal loadings and is a general
problem for sll tip-located jet power plants involving burning at the
blade tips.
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4. Although there exists some effect of contamination on the Jet
engine.thrust, as indicated by smoke-flow obgervations, and the measured
50%¥ T tempersature rise at the inlet, the over-all effect on thrust is

small compared with the more adverse centrifugal effects.

5. The interference effects between the engine and rotor were indi-
cated to be small withlin the range of the test conditions.

6. The matching of the rotor to the engine involves important design
compromises between & rotor designed for efficient power-on operation
and a rotor designed for acceptable autorotative characteristics.

Langley Aeronautical Laboratoxry,
National Advisory Committee for Aeronautics,

Langley Field, Va.
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APPENDIX

The problem of determining the performence of the ram-jet engine
mounted on the rotor tips is complicated by the lack of a direct means
for measuring the engine thrust and by mutual Interference effects between
the rotor and the engines. The determination of the performance of a
stationary engine in a large wind tunnel generally 1s much simpler. In
a emall air jet (free-jet) such as that used in the present case, however,
the problem agein becomes complicated inasmuch as the measured external
drag generally is lower than the value that would be measured in ah
infinitely large airstream, such as is encountered at the tip of the
rotor blade. Thus, any comparison between propulsive thrust end specifilc
fuel-consumption data obtained in the whirling condition and on the usual
type of ground test stand must be made with care. A method of comparing
the whirling and the free-jet thrust-stand propulsive characteristics of
a ram-jet engline which takes into consideration the mejor effects of the
?foremengioned complications has been evolved and l1g presented herein

fig. 12).

Analysis of Datae From Free-Jet Thrust Stend

For the free-Jet thrust stand, let FP - K be the force measured
during combustion and Dtcold + K the force measured without combustion.
The directions are Indicated in the following sketch:

Relastive velocity —> I —>>
Fp - KIDtcold + K

Then

Fp - K = Internal thrust - (External draglp,y -

Mounting strut drag - Support interference drag
and

Dieo1d + K = (External dreg)aoig + (Internal drag), 14 +

Mounting strut drag + Support Interference drag
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By the addition of the two equations, FP + Dtcold 1s obtained and the

mounting strut-drag and support interference-drag terms drop out of the
expression. This term Fp + Dtcold can be determined accurately on the

free-jet thrust stand. The separation of this quantity into its two com-
ponents in order to obtain the propulsive thrust as conventionally defined
requires that the true cold drag be known. 1In the present investigation
thie separation wes obtained from cold-drag rotor tests of the ram jet

in which the blade pitch and ram-jet angle of attack was O°.

It is recognized that this cold drag includes some unknown increment
of interference drag between the tip-mounted jet engine and the rotor
blade; however, this lncrement should be veéry small when the blade and
ram jJet are each set at O° angle of attack.

Analysis of Data From Whirl Tests

In order to determine the thrust output of the ram-jet engine mounted
on the helicopter rotor blade, it was first necessary to determine the
thrust and torque characteristics of the rotor without the jet engines
attached. After these characteristics were determined the jJet engines
were sttached to the blades and the rotor was tested over the range of
thrust coefficients and tip speeds with the ram jets supplying all the
required torque. From the previous tests of the blades alone, the rotor
torque required to produce a given rotor thrust at s given tip speed was
known. Tt also was known that the tower-shaft tare was negligible. The
rotor torque value was divided by the number of ram Jets and the ram-jet
center line radlus to obtain the part of the propulsive thrust of the jet
engine used to overcome the torque of the blades themselves. Inasmuch as
the thrust-torque poler for a rotor is relatively insensitive to & small
amount of blade twist, any twist of the blade that might be introduced
by pitching moments of the engine would be expected to have a negligible
effect on the correctness of the value.

A second component of the engine thrust which must be added in
accounting for the total thrust furnished by the engine is that required
to accelerate the fuel from zero veloclty at the rotor hub to the speed
of the jet engine. This force to accelerdte the fuel masgs 1s simply mv 3
where m 1s the mass flow of fuel per second and Vj is the Jjet-engine
velocity. No further correction wae made to account for the forwerd .
spreying of part of the fuel since the momentum of the forward fuel-spray
maes wag negligibly small. It was also negligible in the free-jet stand
tests and, consequently, was not applied to these results either.

In sddition to the two items of thrust just discussed, the engine
must supply also the thrust necessary to overcome the mutual interference
drag of the engine-rotor combination. The interference drag could not
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be determined directly, but the sum of the total cold drag plus the
interference drag could be obtained. The first step was to calibrate
the rotor with the jet engines attached in the normal configuration

(-4° incidence to blaede chord line) end inoperative in order to determine
the variation of torque and thrust coefficients for the rotor blades and
ram-jet conmbination. The sum of the jet engine cold drag and mutual
interference drag at a given thrust coefficient was represented by the
difference in torque coefficient between the curves representing the
blades alone and blades with ram-jet engines attached. This difference
in torque coefficilent was converted to ream-jet cold drag plus interfer-
ence drag for each ram-jet power-on condition.

When the ram jets were operated there was a temperature rise of
approximately 50° F in the core of air traversed by the engine because of
heating by the preceding engine. This heating decreased the density of
the air in the immediate viecinity of the ram jet and resulted in lower
effective drag and interference losses. Therefore, the sum of the cold
drag and interference drag calculated from the difference between the
torque coefficients at a constant thrust coefficient wae decreased by
a factor representing the ratio of density of the heated air to the
smbient air.

Comperison of Results

A comparison of the values of FP + Dtcold. obtained by the two

methods is considered to be valld and is presented in figure 8. Inas-
much a8 this is not a familiar quantity, however, a total engine cold
drag corresponding to the drag coefficient of 0.145 determined from the
whirl tests at 0° blade angle and engine incidence (and which is con-
sidered to be essentislly free of interference effects) was subtracted
from each of the FP + Digo1g Velues in order to obtain a qualitative

indication of the effects of whirling in terms of the net propulsive
thrust of the engine Fp or the corresponding S.F.C. These results

are given in figures 9 and 10.

The engine performance parameters have been corrected in accordance
with reference 3.
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Figure 1.- View of ram-jet-powered helicopter rotor mounted on test tower.
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Figure 2.~ Ram-~Jet englne-blade combination used for whirling tests on
helicopter test tower.
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Figure 9.~ Corrected ram-jet propulsive thrust against corrected

fuel consumption. Values for rotor tests are corrected from
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Scale zero
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Figure 12.- Force components used for snalysis in the appendix.
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